
產品片段

Proudly Serviced by :

BUILT-IN / FREE STANDING 2 ZONES INDUCTION HOB
嵌入/座檯式 雙頭電磁爐

GHB28IC

Specifications may change dur to product improvement. No prior notice will be given.
上述規格可能因產品修改良作出修改，恕不另行通知。

• Half-Bridge PCBA enables efficient, continuous low-power 

heating, reducing time compared to traditional induction 

methods.

• Touch control panel & LED display

• 9 levels power setting

• Maximum power 2600W on each side

• Use two zones at once with smart power control. Total power 

shared up to 2800W

• Special “BOOST” key on Induction cooker for fast cooking

• Black crystal glass, easy for cleaning

• 6 hours working timer setting

• 2 hours auto power-off setting 

• Safety panel lock; Safety residual heat indicator

• Overheat auto power-off safety protection

• Built in/freestanding installation optional

• Power consumption : 2800W

• Product dimension (mm): 730(W) x 95(H) x 415(D) (incl. feet)

• Built-In size(mm): 650(W) x 350(D)

• Cable length: 1.50M

• Connection: 220-240V~/50-60Hz

•採用半橋技術可在低功率模式下穩定持續加熱，有

效提升加熱效率並縮短加熱時間，相較傳統感應加

熱更具優勢

•輕觸式面板控制及LED顯示屏

• 9段功率可選

•單邊最大功率2600W

•智能調控可同時使用兩個區域，最大共享功率達

2800瓦

•電磁爐特設“BOOST”按鍵，快速加熱

•黑晶玻璃，清潔容易

• 6小時定時設定功能

• 2小時靜止操作，自動關機

•爐面安全鎖; 餘熱警告指示燈

•過熱自動關機安全裝置

•嵌入式及座檯式兩種安裝使用方式

•總功率: 2800瓦

•產品尺寸(毫米): 730(闊) x 58(高) x 430(深)

•嵌入尺寸(毫米): 650(闊) x 350(深)

•電線長度：1.50 米

•電壓頻率：220-240V~ /50-60Hz


