










4. Under HEATING FUNCTIONS press           to select the target tempera-
ture at 18°C / 23°C / 28°C.
Note: The temperature is for reference only.

5. Turn the product ON , then press           to select child safety lock and 
display light On / Off.
*Light mode: Press once - the LED light on the control panel will switch off.
*While the appliance is switched on and the control panel buttons are not 
pressed within 30s, the brightness of the light indicators lowers down to 
50%.
*Lock mode:Press and hold for 3S,the control panel will be locked. 

6.Press            to turn ON and OFF oscillation function: 60° left & right 
automatically.

7.Press           to set the countdown timer (1-7 hours)

8.The remote control angle is about 30 degrees and the distance is less 
than 5 meters.

WARNING: ALWAYS UNPLUG THE POWER CORD BEFORE MOVING OR

SERVICING.

DO NOT IMMERSE THE HEATER IN WATER!

MAKE SURE THE MACHINE IS COMPLETELY COOL DOWN BEFORE

CLEANING

CLEANING: Clean the Air Inlet with the vacuum brush attachment on your

vacuum cleaner. Clean the body of the Machine with a soft cloth.

MAINTENANCE
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CAUTION: Do NOT use gasoline, benzene, thinner, harsh cleaners, etc., as

they will damage the Machine. NEVER use ALCOHOL or any other 

SOLVENTS.

STORAGE: Store the Machine with these instructions in the original box in a

cool and dry place.
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Model
Input voltage
Rated Frequency
Rated power
Product size

PRODUCT PARAMETERS
GHCF20WH
220-240V~
50-60Hz
2000W
407(H)x275(W)x199(D) mm

*The final product specification may be varied according to a different 
  lot of matetial and actual input voltage power of the usage area.
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MALFUNCTION PRECLUDE

The adapter is not properly 
plugged into the power source. Re-plug the adapter

Damaged power cord

Damaged motor

Internal damage to 
the remote control

The remote control 
battery is low

The remote control is 
too far away

Remote control battery 
installed incorrectly

Oscillation structure damage

Oscillation structure damage

Damaged oscillation motor

A foreign object is 
stuck on the turntable

The circuit board is damaged

Foreign objects entering the fan

Damaged fan blades or casing

Contact Designated 
Maintenance center

Contact Designated 
Maintenance center

Contact Designated 
Maintenance center

Contact Designated 
Maintenance center

Contact Designated 
Maintenance center

Contact Designated 
Maintenance center

Replace with new 
remote control batteries

Check whether the positive 
and negative poles of the 

battery are correct

Use close to the fan

Contact Designated 
Maintenance center

Contact Designated 
Maintenance center

Contact Designated 
Maintenance center

Check and remove 
the foreign objects

Mismatched adapter used Use the adapter configured 
with the machine

Don not turn on the Power 
On/Off button of the remote 

control / control panel.   

Turn on the Power On/Off 
button of the remote 
control / control panel.

Can not turn 
on the machine

The product has 
abnormal sound

The machine do not 
oscillation / or stuck 

when oscillation

Remote control 
is not sensitive

Malfunction description Possible reason Measures
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主要零部件
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輕觸式控制板

遥控接收器

進風口

出風口

底座



產品尺寸

操作說明

1. 按          開機或關機。

2. 開機後，然後按下          可選擇低中高風速。

3. 按下          可以選擇低高檔加熱。

注意：在加熱功能下關機，風扇將再工作 30 秒以冷卻產品。
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4.在加熱功能下，可以設定溫度18°C-23°C-28°C。

注意：溫度僅供參考。

5. 打開產品，然後按下          可選擇“滅燈”或“童鎖”模式。

滅燈模式：按下一次，控制面板上的 LED 燈將熄滅。

*開機後 30 秒內未按控制面板，指示燈的亮度會降低到 50%。

兒童鎖模式：按住3S，控制面板將被鎖住

6.按下          可開啟和關閉左右搖頭功能。

7.按下          可設置定時（1-7小時）

8.遙控角度約30度，距離小於5米。
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產品型號：GHCF20WH
额定电压:   220-240V~
额定频率：50-60Hz
額定功率：2000W
產品尺寸：407(高) x 275(寬) x 199(深) mm

*相關產品的規格，可能會因配件批次或實際使用地區的電壓差異而有
所不同。 

產品規格

清潔維護 
警告:
不使用本機時，經常保持拔除電源，及切勿將此機浸於水或其他液體中。
清理時切勿將此機浸於水或其他液體中。清潔前應確保暖風機處於冷卻
狀態。

清理:
使用吸塵機毛刷將入風口的塵埃及雜物吸走。機身使用濕潤軟布抹擦清潔。

注意:
切勿使用含有腐蝕性的清潔劑或溶液清理此機。

儲存:
連同使用說明把暖風機存放於清涼及乾爽的地方。
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故障排除

電源線為正確插入電源

不能開機
未開啟電源按鍵/觸控開關

接插好電源插頭

使用了不匹配的適配器
電源線損壞
線路板損壞

聯繫指定維修機構
聯繫指定維修機構

風機內進入異物

產品出現異音
風葉或內殼損壞

聯繫指定維修機構

搖擺結構損壞
聯繫指定維修機構

電機損壞
聯繫指定維修機構
聯繫指定維修機構

遙控器電池電量不足

遙控器操作不靈敏
遙控器使用距離過遠

遙控器電池安裝不正確
遙控器內部損壞 聯繫指定維修機構

聯繫指定維修機構
聯繫指定維修機構搖擺結構損壞

風扇不搖擺 / 搖擺卡頓 搖擺電機損壞
異物卡住轉盤

故障描述 可能原因 處理措施

更換新的遙控器電池
靠近風扇使用

檢查電池正負極是否正確

檢查異物並清除

重新觸控 /按選電源按鍵
使用隨機配置的適配器
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